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Luminaire DALVIK S
10.12120.0V089 LEVO3 80W SKI (3000K)/O7

Luminaire DALVIK S
Housing constructed of aluminium
Cover made of single-pane tempered safety glass, printed
Light distribution: Asymmetrical wide for luminance of
up to 0,5 cd/m²
(Characteristic: For main and residential road illumination)
Elec. equip.: LED LEVO3 O7 approx. 80W (3000K)
With electronical ballast (220-240V/50-60Hz)
- with CLM (350-500mA, 58-80W)
- without CLM (500mA, 80W)
Ingress protection IP65, protection rating I
Following versions are available:
Without dimming and without CLM
(luminous output degradation compensation)
Or with dimming via DALI, StepDim or AstroDim
AND/OR with CLM (please specify on your purchase order)
pre-wired (5000 mm)
Colour: DB 703 or all RAL- (classic- single shades),
Hess-DB and Hess-Glimmer-colours.
RAL pearl-mica-metallic-shades on request.
Registered design
>>> Please choose pole adaptor

Technical data

Ingress protection IP65
Safety class I
ULOR 0%
IK-Value IK08
Width [mm] 180
Height [mm] 65
Length [mm] 650
Area exposed to wind 0,7 m²
LED Lifetime L80 B10 / 100.000h - TA <=25° C

L70 B10 / 50.000h - TA >25 - <=50°C
Rated input power 80 W

 

Technical changes reserved, illustrations similar.
Hess GmbH Licht + Form | www.hess.eu DATA SHEET | Luminaire DALVIK S | 28.08.2023 | Page 1

A

Astro DIM, CLO output, 
Barva: DB703

dudek
Razítko

Miroslav Dudek

Miroslav Dudek



Luminaire DALVIK S
Separate order items
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Barva DB703

 

              
   

           
    

A

Kuželový stožár 9m nad úrovní terenu, Barevná úprava DB703, horní průměr pro konzoli 
Hess. Vybaven svorkovnicí GURO a pojistkou
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Luminaire DALVIK S
10.12120.0V041 LEVO3 53W SKI (3000K)/O4

Luminaire DALVIK S
Housing constructed of aluminium
Cover made of single-pane tempered safety glass, printed
Light distribution: Asymmetrical wide
(Characteristic: For foot and cycle path illumination)
Elec. equip.: LED LEVO3 O4 approx. 53W (3000K)
With electronical ballast (220-240V/50-60Hz)
- with CLM (350-500mA, 37-53W)
- without CLM (500mA, 53W)
Ingress protection IP65, protection rating I
Following versions are available:
Without dimming and without CLM
(luminous output degradation compensation)
Or with dimming via DALI, StepDim or AstroDim
AND/OR with CLM (please specify on your purchase order)
pre-wired (5000 mm)
Colour: DB 703 or all RAL- (classic- single shades),
Hess-DB and Hess-Glimmer-colours.
RAL pearl-mica-metallic-shades on request.
Registered design
>>> Please choose pole adaptor

Technical data

Ingress protection IP65
Safety class I
ULOR 0%
IK-Value IK08
Width [mm] 180
Height [mm] 65
Length [mm] 650
Area exposed to wind 0,7 m²
LED Lifetime L80 B10 / 100.000h - TA <=25° C

L70 B10 / 50.000h - TA >25 - <=50°C
Rated input power 53 W
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Astro DIM, CLO output, 
Barva: DB703
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Luminaire DALVIK S
Separate order items
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Barva DB703
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Kuželový stožár 6m nad úrovní terenu, Barevná úprava DB703, horní průměr pro konzoli 
Hess. Vybaven svorkovnicí GURO a pojistkou
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10.12120.0V055 LEVO3 53W SKI (4000K)/O6R

Luminaire DALVIK S
Housing constructed of aluminium
Cover made of single-pane tempered safety glass, printed
Light distribution: Asymmetrical right-oriented
(Characteristic: For pedestrian crossing illumination)
Elec. equip.: LED LEVO3 O6R approx. 53W (4000K)
With electronical ballast (220-240V/50-60Hz)
- with CLM (350-500mA, 37-53W)
- without CLM (500mA, 53W)
Ingress protection IP65, protection rating I
Following versions are available:
Without dimming and without CLM
(luminous output degradation compensation)
Or with dimming via DALI, StepDim or AstroDim
AND/OR with CLM (please specify on your purchase order)
pre-wired (5000 mm)
Colour: DB 703 or all RAL- (classic- single shades),
Hess-DB and Hess-Glimmer-colours.
RAL pearl-mica-metallic-shades on request.
Registered design
>>> Please choose pole adaptor

Technical data

Ingress protection IP65
Safety class I
ULOR 0%
IK-Value IK08
Width [mm] 180
Height [mm] 65
Length [mm] 650
Area exposed to wind 0,7 m²
LED Lifetime L80 B10 / 100.000h - TA <=25° C

L70 B10 / 50.000h - TA >25 - <=50°C
Rated input power 53 W
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Astro DIM, CLO output, 
Barva: DB703

Luminaire DALVIK S  - optika pro přechody pro chodce
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Luminaire DALVIK S
Separate order items
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Výložník 2m pro přechodové svítidlo  
Barva: DB703
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LEVO 3
Optics Overview | Pole Top Mounted Luminaires
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LEVO3 O1 LEVO3 O2 LEVO3 O3

LEVO3 O8LEVO3 O7LEVO3 O4

LEVO3 O18LEVO3 O17 LEVO3 O19
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LEVO 3
Optics Overview | Pole Top Mounted Luminaires

Mounting Height: 4,5m
Distance to roadway: 0,5m

Width of roadway: 4,5m
Width of walkway: 1,5m

LEVO3 O1 
Flux-Code CIE Nr. 3>95 %

Light distribution:
Asymmetrical,
optimised for luminance

Characteristic:
For main road illumination

Miroslav Dudek

Miroslav Dudek
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LEVO 3
Optics Overview | Pole Top Mounted Luminaires

Hess GmbH Licht + Form | www.hess.eu

LEVO3 O2 

Light distribution:
Asymmetrical, optimised
for illuminance

Characteristic:
For main road illumination

Mounting Height: 4,5m
Distance to roadway: 0,5m

Width of roadway: 4,5m
Width of walkway: 1,5m

Miroslav Dudek

Miroslav Dudek
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LEVO 3
Optics Overview | Pole Top Mounted Luminaires

LEVO3 O3

Light distribution:
Asymmetrical,
optimised for illuminance

Characteristic:
For main road illumination

Mounting Height: 4,5m
Distance to roadway: 0,5m

Width of roadway: 4,5m
Width of walkway: 1,5m

Miroslav Dudek

Miroslav Dudek
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LEVO 3
Optics Overview | Pole Top Mounted Luminaires
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LEVO3 O4 

Light distribution:
Asymmetrical wide

Characteristic:
Characteristic: For foot and 
cycle path illumination

Mounting Height: 4,5m
Distance to roadway: 0,5m
Width of roadway: 4,5m
Width of walkway: 1,5m & 5,0m

Miroslav Dudek

Miroslav Dudek
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LEVO 3
Optics Overview | Pole Top Mounted Luminaires

LEVO3 O7 

Light distribution:
Asymmetrical wide for luminance
of up to 0,5 cd/m²

Characteristic:
For main and residential road
illumination

Mounting Height: 4,5m
Distance to roadway: 0,5m

Width of roadway: 4,5m
Width of walkway: 1,5m

Miroslav Dudek

Miroslav Dudek
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LEVO 3
Optics Overview | Pole Top Mounted Luminaires
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LEVO3 O8 

Light distribution:
Rotationally symmetric

Characteristic:
For place illumination

Mounting Height: 4,5m
Distance to roadway: 0,5m
Width of roadway: 4,5m
Width of walkway: 1,5m & 5,0m

Miroslav Dudek
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LEVO 3
Optics Overview | Pole Top Mounted Luminaires
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LEVO3 O17 
Flux-Code CIE Nr. 3>95 %

Light distribution:
Asymmetrical wide

Characteristic:
For main and residential road 
illumination

Mounting Height: 4,5m
Distance to roadway: 0,5m

Width of roadway: 4,5m
Width of walkway: 1,5m

Miroslav Dudek

Miroslav Dudek
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LEVO 3
Optics Overview | Pole Top Mounted Luminaires
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LEVO3 O18
Flux-Code CIE Nr. 3>95 %

Light distribution:
Rotationally symmetric

Characteristic:
For place illumination

Mounting Height: 4,5m
Distance to roadway: 0,5m
Width of roadway: 4,5m
Width of walkway: 1,5m & 5,0m

Miroslav Dudek

Miroslav Dudek
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LEVO 3
Optics Overview | Pole Top Mounted Luminaires

Hess GmbH Licht + Form | www.hess.eu

LEVO3 O19
Flux-Code CIE Nr. 3>95 %

Light distribution:
Axially symmetric wide

Characteristic:
For main road illumination

Mounting Height: 4,5m
Distance to roadway: 0,5m
Width of roadway: 4,5m
Width of walkway: 1,5m & 5,0m

Miroslav Dudek

Miroslav Dudek
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LEVO 3
Optics Overview | Pole Top Mounted Luminaires

LEVO3 O1 LEVO3 O2

LEVO3 O4

LEVO3 O7

LEVO3 O8

LEVO3 O3

LEVO3 O18

LEVO3 O17

LEVO3 O19
Mounting Height: 4,5m
Distance to roadway: 0,5m
Width of roadway: 4,5m
Width of walkway: 1,5m & 5,0m

Mounting Height: 4,5m
Distance to roadway: 0,5m
Width of roadway: 4,5m
Width of walkway: 1,5m

Miroslav Dudek


